Lever Handle Butterfly Valve
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v Top Quality Industrial Style Valve

v Durable PVC Body and Disc Construction
v" Locking Lever Handle Design

v’ Includes Durable 316 Stainless Steel Shaft
v’ Corrosion-Resistant EPDM Seals

v’ Flanged Body for Easy Installation

v" Available in 2” — 8” Sizes

10 14 15

No. Parts Quantity Material
01 | Body 1 PVC

02 | Seat Seal 1 EPDM

03 | Disc 1 PVC

04 | O-Ring 2 EPDM

05 | Shaft 1 316 Stainless Steel
06 | Bear 1 PVC

07 | Plate 1 PVC

08 | Screw 4 Steel

09 | Screw Cap 4 PVC

10 | Handle 1 PVC

11 | Spring 1 Spring Steel
12 | Lever 1 PVC

13 | Set Pin 1 Steel

14 | Bolt 1 Steel

15 | Mark Cap 1 PVC
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Dimensions in Inches

Size D D1 d L DN L1 H1 H2 H
2" 6.28 4.92 245 | 1-1/8 2.76 8.50 3.92 5.64 8.78
2-1/2” 7.09 5.71 3.10| 1-1/8 2.76 8.50 4.39 6.12 9.66
3” 7.72 6.30 3.63 1-3/8 2.76 8.50 5.00 6.73 10.59
4” 9.04 7.09 441 | 1-7/16 2.76 10.40 6.15 8.08 12.60
5” 10.04 8.27 543 | 1-7/8 2.76 10.40 6.85 8.78 13.80
6" 11.08 9.45 6.19 | 2-1/8 |2.76/4.02 12.02 7.48 9.87 15.41
8” 13.49 | 11.61 8.43 | 2-5/8 |2.76/4.02 | 11.94 9.01| 11.05| 18.15
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